INTERACTIVE TEACHING MAT 
FIELD OF THE INVENTION 

The present invention relates to a teaching mat having sound generating 
members located beside designated patterns or words so as to produce desired sound 
5 by petting desired position for the patterns or words. 

BACKGROUND OF THE INVENTION 
A conventional mat used for children generally made of vinyl and can be 
easily connected with each other so as to lie on the floor for a game room such that 
the kids will not hurt when falling on the mat. In order to attract the kids, variety of 
10 patterns and colors are printed on the mat. Nevertheless, the conventional mat cannot 
satisfy the needs of teachers or parents who need a teaching mat that catches the 
attention of the children and have an interactive actions for the children so that the 
children learn basic phonics when playing games on the mat. 

The present invention intends to provide a teaching mat that provides 
15 sound generating members below the mat so that when the children touch specific 
areas, a corresponding sound is produced so that the children leam during playing on 
the mat. 

SUMMARY OF THE INVENTION 

In accordance with one aspect of the present invention, there is provided a 
20 teaching mat which comprises a plurality of parts and each part has notches and 
protrusions on each side thereof so as to be easily connected with each other. A first 
hole is defined through a center of each part and a sound generating member is 
received in the first hole. At least one second hole is defined in each part and located 



beside a designation member. A circuit board is received in the at least one second 
hole and electrically connected to the sound generating member. A conductive spring 
piece is located in the at least one second hole and a gap is defined between the 
circuit board and a main body of the conductive spring piece. A button is engaged 
5 with the at least one second hole so that the conductive spring piece is lowered to 
touch the circuit board to generate sound from the sound generating member by 
pushing the button. 

The present invention will become more obvious from the following 
description when taken in connection with the accompanying drawings which show, 
10 for purposes of illustration only, a preferred embodiment in accordance with the 
present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 
Fig. 1 is a perspective view to show the teaching mat of the present 
invention; 

15 Fig. 2 is an exploded view to show the teaching mat of the present 

invention; 

Fig. 3 is a bottom view to show a bottom plate is adhered to a bottom of 
each part of the teaching mat of the present invention; 

Fig. 4 is a cross sectional view to show the teaching mat of the present 
20 invention when the button is not yet pushed, and 

Fig. 5 is a cross sectional view to show the teaching mat of the present 
invention when the button is pushed. 



DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT 



Referring to Figs. 1 to 3, the teaching mat of the present invention 
comprises a plurality of parts 10 and each part 10 had notches 11 and protrusions 12 
on each side thereof so that the parts 10 are easily connected with each other by 
5 engaging the protrusions 12 of one part 10 with the notches 11 of the adjacent part 
10. A first hole 101 is defined through a center of each part 10 and a base piece 33 is 
engaged with the first hole 101 and a space is defined in the base piece 33 so that a 
sound generating member 31 is engaged with the space. A cover piece 34 having a 
plurality of holes 341 is covered the first hole 101. 

10 Four second holes 103 are defined in each part 10 and respectively located 

beside a designation member 20 which is engaged with a third hole 102 defined in 
the part 10. The designation members 20 can be a word, a letter, a specific object or 
the like. A circuit board 32 is engaged in a ring 35 which is engaged with a circuit 
member 36 which is securely engaged with each second hole 103. The circuit board 

15 32 in each second hole 103 is electrically connected to the sound generating member 
31. 

Further referring to Fig. 4, a conductive spring piece 38 is located in each 
of the second holes 103 and a gap is defined between the circuit board 32 and a main 
body of the conductive spring piece 38. A cap 37 is connected to a top of the main 
20 body of each of the conductive spring pieces 38 and a button 39 is engaged with 
each of the second holes 103. A bottom plate 13 is adhered to a bottom of each part 
10 and covers the first hole 101 and the second holes 103 so as to avoid from being 
electric short. 



Referring to Fig. 5, when the button 39 is pushed the conductive spring 
piece 38 is lowered to touch the circuit board 32 to generate sound from the sound 
generating member 31. In other words, if the child pushes the button 39 beside the 
letter "F", then the pronunciation of the letter "F" is heard by the child. The 
5 designation members 20 can be made to be dogs and the sound of barking of dogs 
can be heard when a correct button is pushed. The teaching mat is more than a mat 
and provides a lot of fun for the children during playing on the mat. 

While we have shown and described the embodiment in accordance with 
the present invention, it should be clear to those skilled in the art that further 
10 embodiments may be made without departing from the scope of the present 
invention. 
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